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PO Box 3284
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Phone: 
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Questionnaire for quotation purposes


           Date:       
PK couplings
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Company:
     
Department:
     
Contact:        
Phone:
     
Fax:
            
E-mail:
     
Address:
     
Project:
     
Operational data:
	Nature of loading

	
	P [kW]
	T [Nm]
	n [1/min]
	ED [%]

	1
	     
	     
	     
	     

	2
	     
	     
	     
	     

	3
	     
	     
	     
	     


Type of loading:

 FORMCHECKBOX 
 steady     FORMCHECKBOX 
 variable     FORMCHECKBOX 
 shock     FORMCHECKBOX 
 growing     FORMCHECKBOX 
 vibration
Drive:

 FORMCHECKBOX 
 electric motor    FORMCHECKBOX 
 internal combustion engine    FORMCHECKBOX 
 other:      
Duty:       h/d   Required life:       h

Operating conditions:

Environmental temperature from       °C to       °C

 FORMCHECKBOX 
 dry    FORMCHECKBOX 
 moist    FORMCHECKBOX 
 dust (state material:       )   
 FORMCHECKBOX 
 Other unstated operational conditions:        
Details of installation:

+L2 =      
shaft offset:  

 FORMCHECKBOX 

constant L2 =       mm

 FORMCHECKBOX 

variable between +L2 =       mm and –L2 =       mm 


-L2 =      

L3 = minimum offset
Note: 
Co-axial shaft situations must be avoided. 

(INKOMA-Lineflex coupling can operate in co-axial situations.)
 L3 =      
Angular misalignment:
 FORMCHECKBOX 

constant α =       °
 FORMCHECKBOX 

variable between +α =       ° and –α =       °

Type of offset:


a)  FORMCHECKBOX 

b)  FORMCHECKBOX 
 
c)  FORMCHECKBOX 

d)  FORMCHECKBOX 

 e)  FORMCHECKBOX 


f)  FORMCHECKBOX 

g)  FORMCHECKBOX 
 
h)  FORMCHECKBOX 

i)  FORMCHECKBOX 

 k)  FORMCHECKBOX 

Requirements:

Prototype:        
Annual requirement:
          In deliveries of:      
Required delivery: 
       







